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Conventions used in this guide

The following conventions will be used throughout this user guide. They are illustrated
using the example of printing a document in Microsoft Word.

W Microsoft Word - Format for uzer guides. doc

“@I File Edit ‘iew Insert Format Tools Table

_”_D q Mew,, . el |- ‘ ] ) ] ]
||EI & %‘;‘:g a0 [ Menu choices are in written in bold in the
L] — " following format: Menu>Item>Subltem ...
piEae R | For example, the command used to start
Save a5 HTML.., printing a file would be written as follows:
Jesione click on File>Print.
Page Setup...
@. Prink Prewiew

@imrt

Send Tn

O [he titles of dialog boxes will be written in

Printer Bold. Clicking on File>Print will open the
Marne: I@\,\,YOSEMITEIEPSON Stylus Photo EX _'_I Prope Print dlalog bOX.

Skatus: Idle
Type: EPS0OM Skylus Photo EX
Wehiere: LPTL: ™ Print
Cammment:

EE—— P On screen buttons, those that appear in the
& gl mumberofcopiest — [1 program window or in dialog boxes, will be
- £ Selection . . .
£ i T‘ge - O] O fea written in bold text and in square brackets:

ages: = E; alla .
. =P [Button]. Click on the [OK] button to send
nker page numbers andfor page ranges X
separated by commas, For example, 1,3,5-12 the ﬁle to the prlnter

Prink whak: lDocument _v_I Print: |n|| pages in range
Opkions.. . 94 i . . .
B — The names of fields in a window will be

written in [talics. The Name field displays
the current printer.

Choices available from lists will also be
written in “quotation marks”. Click on the
arrow of the Print field to display the
choices available. Click on the “Odd pages”
choice to print only the odd pages of a
document.

Physical buttons, such as on the GPS, will
be referred to as keys and their names
written in Bold text. For example, press and
hold the Power key on the GPS to turn it on.
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Intro to Map76 buttons and functions

Layout of the Garmin GPSMap76

|~ Antenna
Zoom Out Zoom In
Nav | —— Page
Power __—— Menu
. GPSmap 76 W
Quit — | [ Enter
I |~ Screen

Button descriptions:

Power Key:

The Power key is used to turn the unit on and off. Press and hold the Power
key to turn off the GPS

Rocker Key: The Rocker key is used to control the movement of the cursor on menus

Page Key:

Quit Key:
Menu Key:

Enter Key:

Nav Key:

and map displays

The Page key is used to navigate through the 5 main display pages. The
Page key will also end and operation in progress and return to one of the
main pages

The Quit key is also used to navigate through the 5 main display pages in the
opposite direction of the Page key.

The Menu key will display the page options menu for the current page.
Pressing the Menu key twice will display the main options menu.

The Enter key is used to activate a data field or make a menu selection.
Pressing and holding the Enter key will allow the user to capture the current
position as a waypoint.

The Nav key is used to start or end navigation functions. Holding down the
Nav key will store the current position and gives you the opportunity to begin
navigating back to that marked point.

Zoom In and Zoom Out Keys: These keys allow you to view a smaller area of the

displayed map in greater detail (Zoom In) or a larger area in more general
detail(Zoom Out).

Page 3 of 20
04/18/2002



Turning the on the GPS and putting it Simulator Mode

Power up GPS configuration 1 by connecting the power cord of the QuadCom cable to
the external battery. The LED on the power cord should light as well as the screen of the
MBX beacon receiver. See the assembly instructions at the end of this guide for more
detail.

Turn on the Map76 by pressing and holding the Power key.
The Map76 has three introductory screens, illustrated below. Press the Page key to get
past them to the main pages of the unit.

) ) %
GARMIN GARMIN GARMIN

©2000, AND DATA IRELAND,
LTD. WARNING

GP jﬂlap All data is presented

for reference only.

76 You assume total
responsibility and
: risk associated with
Copyrisht 2001 using this device.
GARMIHN Corp.
All Rights Reserved Press to continue Press to agree

The Map76 has a simulator mode in which the unit is on but is not looking for satellites
to measure a position. Simulator mode does not display your real position! Simulator
mode is useful when you are practicing inside, where the unit cannot receive satellite
signals. You will also want to have the unit in simulator mode any time you have it
connected to your PC for data download or upload.

Simulator mode is started from the GPS Information page, usually the first page that
opens after the introductory pages. To start simulator mode:

SPEED ELEVATION ACCURGLCY
m

=  Press the Menu key once with the GPS Information page open. g .

Acquiring Satellites

= Use the Rocker key to highlight the “Start Simulator” option from

the list.

» Press the Enter key to accept the choice * Track Up

= Exit the simulator mode by repeating this procedure and choosing the Neu Location

New Elevation

for Main Menu

11

“Stop Simulator” option. 28-HAR-02 07:30:18"
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Main Screen Descriptions

There are five (5) main pages on the Map76.

The pages are:

The GPS Information Page

The Map Page

The Pointer Page
The Highway Page
The Active Route Page

These pages are arranged sequentially on the unit, like on a Rolodex. The Page and Quit
keys are used to navigate between the pages.
For example, if you are viewing the GPS Information Page and you want to see the

Highway Page, you can get there by pressing the Page key three times or the Quit key

twice.

Map Page Pointer Page

SPEED DIST TO HEXT SPEED LIST TOHEAT

L, WHEATON-GLENMQ

) i nsffum {ING’ <+—>

GPS Information Page

SPEED ELEWATION ACCURACY

0.0" 185.4% 49.2
Simulating GPS

[E]
m “III'

7]
- 02 0407 02 09 11

)
o)

04-JAN-02 045415
N 3888744
H077.02995°

S 00" | 0.67

Adamson Gallery
|

m
i

Active Route Page

Active Route
ADMSHG-THHSJF
Distance ¢

Waypoint

fAdamson Ga _.—-°
*Washington 0.30°
Lincoln Mem 1.11"

Thomas Jef F-AI-%

Total 2.04"
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SPEED BIST TO HEXT

00' | 0.67

COLRSE OFF COLRSE

040" | 0.00r

Adamson Gallery

fidamson Gallery
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GPS Information Page

The GPS Information page provides you with information about your position, the
satellites that are being used to measure that position and an estimate of the accuracy of
the location information that the GPS is giving you. All this information is displayed in
the following fields:

SFEED ELEWATION ACCURACY

0.0% 185.4% 49.2" Receiver Status
Simulating GPS Message

Sky Map— . m 02 04 07 ! ! ! Satellite Stl‘el’lgth
= Indicator Bars
B

i
Postion —>  |1077.02995°

» The Sky Map shows the location of the satellites in the sky overhead. The outside
ring represents the horizon. The inner ring represents that portion of the sky that is
midway between the horizon and directly overhead.

= The bars in the Signal Strength field show the status and strength of the signal being
received from each GPS satellite in the sky. The bar will be light gray if the unit is
receiving information from the satellite indicated by the number at the base of the bar,
but the receiver is not yet locked on. The bar will be black if the unit is locked on to a
satellite and using that signal to calculate a position. A “D” in the bar will indicate
that a differential correction signal is being received for that satellite.

»  The Speed and Elevation fields are self-explanatory. The units that are displayed can
be altered in the settings of the unit. Elevation displays the height of the GPS antenna
above Sea Level

* The Accuracy is an estimate of the quality of the position that you are receiving based
on the geometry and signal strength of the satellites being used to calculate the
current position.

»  The Date and Time fields are self-explanatory. The time that the GPS receives is
Universal or Greenwich Mean Time, which means that you need to set the correct
time zone to get local time

» The Position field is your location on the face of the Earth in the coordinate system
that is set in the location settings of the unit.

» The Receiver Status message will indicate the type of position that the receiver is able
to calculate.
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The Receiver Status Messages are as follows:

Autolocate — Directs the receiver to individually locate each satellite

Acquiring Satellites — Receiver is looking for satellites and will display this message
until it acquires at least three

2D GPS Location — The receiver is using only 3 satellites and can only calculate
horizontal position

3D GPS Location — The receiver is using at least 4 satellites and can calculate altitude
as well as horizontal position

2D Differential Location — The receiver is using 3 satellites and a form of differential
correction to calculate horizontal position only

3D Differential Location — The receiver is using at least 4 satellites and a form of
differential correction to calculate horizontal position and altitude

Lost Satellite Reception — The receiver is not able to receive satellite signals

Simulating GPS — The unit is running in simulation mode and the actual GPS receiver
is turned off

Map Page

The Map76 comes with a built in basemap that will be displayed on the
Map page along with your current position and any waypoint or track
data stored on the GPS.

A black arrowhead surrounded by a circle indicates your current
position on the map.

The direction that the arrow is pointed indicates the direction of
your travel. The arrow will point north if the receiver is not moving
or is in simulator mode.

The circle shows the extent of the estimated accuracy. For example,
if the estimated accuracy is 25 feet, the circle will have a radius of [ g, ™7™,

h i

25 feet. A [——

There are many settings that can be chosen for the map page.

o The map orientation can be changed so that the direction of
travel, magnetic or north will always be on top.

o The number of fields at the top of the screen as well as the type
of data displayed in them can be changed.

o Press the menu button once to display the options for this, or e
any other, page.
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Pointer Page
The Pointer page is used in navigation.

* The compass ring is used for reference.
= The Vertical line shows the direction of your travel.

* The pointer shows the direction to the point to which you are
navigating.

* The compass directions are based on your changing position,
not a true compass, so the unit must be moving to get a true
reading.

Highway Page

The Highway page is also used for navigation.

To use this navigation mode, the user follows the road on the
screen, keeping the position icon (black arrowhead) on the white
line. Waypoints and other features can be displayed on the
screen. The properties of this page can be accessed and changed
the same way as on other pages, by pressing the menu key once.

Active Route

The Active Route page assists the user with navigation. The

information on this page will vary depending on the type of

navigation you are doing.

= If you are navigating a route the active route will display the
points of the route.

= If you are navigating a track, the page will show the turning
points of the track.

= If you are navigating to a point, the name and distance to
your destination will be displayed on this page.
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00" 067

Adamson Gallery
|

SPEED DIST TOHERT

00" 06T

COURSE OFF COLRSE

040" ' 0.00

Adamson Gallery

Adamson Gallery

|

]

Active Route
ADHSNG-THHS JF

Wavpoint Distance ¢
Adamson Ga -.--°
rWashington 0.30"
Lincoln Mem 1.11°

Thomas Jef 2.042

Total 2.04"




Setting up the Garmin Map76

The Map76 has a number of settings may be specified to make it’s display more useful to
you. Additional values for other settings need to be specified in order to allow the unit to
work with other hardware, such as your office PC or the DGPS beacon receiver.

All of the unit settings are accessed from the Setup page.

To open the Setup page:

= Press the Menu key twice from any screen to bring up the Main
Menu. Use the Rocker key to highlight the “Setup” option and
press the Enter key to open the Setup page

= The Setup page has a number of tabs, each one relating to a
different subject area. The tabs are General, Time, Units, Location,
Alarms, and Interface.

= Once the proper settings have been entered into the Setup page,
return to normal operation by pressing the Quit key once to reach
the Main Menu and once again to return to the main pages of the
unit.

Setting the Time Format

The Map76 unit will acquire a very accurate time reading from the GPS
satellites, but that time is set to Universal or Greenwich Mean Time.
To set the proper time zone:

= Use the Rocker key to highlight the Time tab of the Setup page

= Use the Rocker key to highlight the field you need to change, Time
Zone for example, and press the Enter key to bring up a dialog with
a list of choices for the field.

= Use the Rocker key to select one of these choices and press the
Enter key to accept the new setting.
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Main Menu

Trip Computer
Tracks

Points

Routes
Proximity
Celestial
MapSource Info
System Info

Light Hemory Power

¢ |1 1

(TR Tirne| Units | L:

Mode
Simulator
WAAS

Enabled
Backlight Timeout

15 Seconds

Beeper

Off
Language

English

al Units Locatior
Time Format

12 Hour

Time Zone
Eastern

Davlight Savings Time
Auto

Current Date
05-MAR-02
Current Time

02:21:04%

General| Tirne Units L:
Time Format

12 Hour

Time Zone

1
Central

i Mountain
Pacific

 Alaska

Hauaii




Setting the Unit Format

The Map76 can display distance and speed using different units of measure. In the
USDA we will most often want to know distance and speed in feet and miles. These are
referred to as statute as opposed to metric or nautical units.

= Use the Rocker key to highlight the Units tab of the Setup page

and then navigate down to the “Distance and Speed” field.

= Press the Enter key to open a dialog box with the choices for this

field. Select the “Statute” choice and press Enter to accept the
choice.

=  Set the “Elevation” field to “Feet” using the same procedure

Setting the Location Format

General| Time Units L:
Elevation Depth

Feet Feet

Distance and Speed

' Hautical
E‘Iﬂﬂﬂ%t

i Metric oy
Numeric Degrees

Speed Filter
Auto

The location obtained by the Map76 can be displayed in a number of different format and
datums. Location settings affect only the display of the position on the GPS. The data
that is stored on the Map76 is saved in decimal degrees of Latitude and Longitude in the
WGS84 datum, regardless of the display settings. The location format and the proper
datum are set on the Location tab of the Setup page.

= Most USDA applications will call for the NAD83 datum

=  The Location Format field should be set to either:

o

“hddd.ddddd®” Decimal Degrees Seconds of Latitude and
Longitude

“ddd°mm.mmm” Degrees and Minutes Seconds of Latitude
and Longitude

“hddd°mm’ss.s” Degrees Minutes Seconds of Latitude and
Longitude

Jime Units Location A
Location Format

hddd.ddddd"

Hap Datum
NAD83

Horth Reference
True

Hagnetic Yariation

“UTM UPS” UTM coordinates. CAUTION: This setting will always use the
geographic boundaries of the UTM zone to determine what coordinates to display.
In counties that are split by a UTM zone boundary, USDA will choose to use the
UTM zone that holds the majority of the county to do mapping of the entire
county. This could cause a disagreement between your USDA maps and the

coordinates displayed on the GPS receiver.
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Setting the Interface Mode

The Interface setting on the Map76 specifies the type of communication messages that
the GPS is sending out and receiving through the Power/Data port in the back of the
unit. The GPS uses these messages to communicate with the office PC or the DGPS
beacon receiver. Each of these devices requires a different communication protocol.

= Navigate to the Interface tab of the Setup page

» The Serial Data Format field on Interface tab has eight (8) settings to  iion Alarms! Interface
choose from. USDA will be using one of the two following settings:  Serial bata Format
“GARMIN” and “RTCM In/NMEA Out”.

* The “GARMIN” setting will be used to communicate with the PC  GARMIN DGPS
and if the GPS is being used in Stand Alone mode. ¥HE:’ID .
ext Ou
* The “RTCM In/NMEA Out” setting is used to communicate with | |RTCHM In
the b iver. RTCH In/NMEA Out
e beacon receiver R eH I Tort Out
None

The “RTCM In/NMEA Out” interface setting has a number of parameters
that need to be set in order to communicate with the DGPS beacon receiver.

» The Beacon field can be set to the values “User” or “Scan”. The tion Alarms Interface
« 5, . Serial Data Format
User” setting allows the user to manually enter the parameters for GARMIN
beacon reception. These settings will be discussed in the next
section. The “Scan” setting tells the unit to conduct an automatic
search for available beacons. The “Scan” setting does not always

produce the best results, so the “User” setting is often preferable

= FEach beacon station broadcasts at a unique frequency and bit rate
combination. The frequencies and bit rates for the operating DGPS
stations in the US can be looked up by name on the Coast Guard’s
website at:

http://www.navcen.uscg.gov/ADO/DepsSelectStatus.asp

tion Alarms Interface
Serial Dota Format
RTCM In/HMER Out :

The location of the nearest beacon to you can be determined from the
map included on page 13 of this user guide or from the website.

» The Freq field is used to set the beacon frequency. Enter the proper
frequency by using the Rocker key to highlight the Freq field and the
pressing the Enter key. Set the each of the four digits of the
frequency by using the Rocker key up and down to select the digits
and left and right to move between the digits.
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http://www.navcen.uscg.gov/ADO/DgpsSelectStatus.asp

» The value for the Bit Rate field is chosen from a list in a dialog box, similarly to the
other fields on the Setup page.

=  When a DGPS signal is being received the Status field will display the value
“Receiving” and the SNR field will show a value for the signal to noise ratio of the
signal that you are receiving. The Distance field may be populated as well to show
how far you are from the beacon signal that you are receiving. That will depend on
the individual beacon and your timing in tuning in to the beacon.

= [fa DGPS signal is not being received, the Status field will display the value “Check
Wiring”. While this message could indicate that the wiring to your beacon receiver is
not connected, it can indicate a variety of problems. You will get the same message if
the beacon settings are not correct or there is no beacon coverage at your location.

Setting the unit to receive WAAS

If you want to use the WAAS signal for differential correction, you must enable the
Map76 to use that signal. This setting is located on the General tab of the Setup page.

General| Tirne Units L:
Hode
Simulator

WAAS

Disabled

I:t

Beeper
Key and Meszage
Language

English

The WAAS field has two settings “Enabled” and “Disabled”

The interface setting of the Map76 must be set to “Garmin” in order to use WAAS. If the
interface is set to “RTCM In/NMEA Out”, the WAAS signal will not be used to calculate
a position.
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DGPS Beacon Location
The locations of DGPS beacons in the United States are illustrates in the map below. A complete list of the locations and operating
parameters of all NDGPS beacons can be viewed and downloaded from:

http://www.navcen.uscg.gov/dgps/DegpsCompleteConfiguration.htm

Calendar Year 2002 DGPS Coverage

i

DGPS coverage depicted in gray shade.

Black triangles represent DGPS broadcast station locations.

Coverage based on USCG published information.

Coverage representation is an estimate only and does not N
reflect actual broadcast signal strengths, atmospheric

conditions, and terrain variability that can affect DGPS reception.

EAﬁm Map prepared by USDA-NRCS, National Cartography & Geospatial Center
Albers Equal Area Conic Projection, NAD83 s

Fort Worth, Texas to support USDA Real-Time DGPS activities.
March 2002
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http://www.navcen.uscg.gov/dgps/DgpsCompleteConfiguration.htm

MapSource Software

The USDA GPS units will be shipped with a program called MapSource. MapSource
can be used to upload and download data to the GPS as well as doing some basic map
making. The program ships with data CDs that contain road, feature and topo maps for
the whole country. Though the program has a number of capabilities, we will be using it
primarily to load background maps into the Map76.

Connecting the GPS to the Computer:

* The GPS needs to be connected with a cable to your PC in order
upload background maps.

* The cable that you will use has a round 4-pin connector that
attaches to the round port on the back of the GPS and a 9-pin serial
cable that attaches to a COM port on your PC.

®  Turn on the GPS and put it in Simulator mode (Page 5 of this Guide).

=  Set the Interface on the Map76 to “Garmin”.

Selecting a map in MapSource:

U g|olx” US Topo -East 7] €

s il =D
Ctil+T

- There are three MapSource CDs, one for the

ﬁ| Eastern US, one for the Western US and one for
T I Alaska and Hawaii. MapSource terms each of these
e e | ofeormat 4 areas of the country as a region. Select the region
e owe T =y of the country that you are interested in using the
. menu View > Region and then selecting from one
G of the 4 regions displayed The program will prompt
you for the correct disk when you need it.
—
Aot B Find the location that you need with the Find City
Map et Name | | 4 ;
: tool or by using the Zoom tool on the base map.
To use the Find City tool:
* Open the Find City dialog by clicking on View
A > Find City. The dialog box will show a list of
e Lsise LCouin 1] the cities that MapSource has in its database.
TSN G4 U You can locate one of the cities by scrolling
g B e through the list or by starting to type the city
e M name into the input field of the dialog box.
)] | Select the city by clicking on the city name on

the list.
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Map Scale

[_[o]=]
ol || == ala)f = ml = Center the map display on by clicking on the
a3 “Center On City” button on the Find City dialog
o o box. The map will remain in the same scale that
an | it opened in.
Lake OfTham; N‘f‘_ﬂ””

s * To zoom in or out, choose a different map scale
from the drop down list in the scale tool on the
tool bar. The program will give you a “Disk not
in Drive” message and prompt you for the proper
CD if you do not have the correct CD in the
drive

! ) = Refine your search for a map by panning using

Disk Not In Drive

& Please insert the disk "US Topo - East” info dive D,

Press Cancel ta turn off GPS Map D etail

Cancel

the scroll bars or by zooming with the zoom tool
described in the next section.

To use the Zoom tool:

* If you have not already, select the appropriate
Zoom region of the country using the menu View >
Region and then selecting from one of the 4
; ;
T regions displayed.
5| &la|| o] |elofx] e =
) 1N e e
= ints | Routes | Tracks | Jss I = & \éﬁ(
e [ s * Select the Zoom Tool from the Tools Toolbar
I ;{:L by clicking on it
Hl\:{v‘r%nn Lak)‘jii
1 / ‘ i
TR LT
RO ER * Use the Zoom Tool to draw a box around your
P area of interest and the map will zoom down to
LA i include only that area in the display
1 ol A ke ‘
‘I I d OO EkE | i
0 map(s] - OKB 4L
Map Set Name: 4 ‘L‘ ! SE—
[Otems Selected  |Lat/Lan hddd ddddd” [WiGE 84] | |l

& Untithed - MapSouice

Ele Edt Yew Jooh Heo
MEEIEETE Lol | R V[ [ |

B EE ]

Mags [Waports | Feaia | Tuscia | = LI Sl | Tl =1
e WL_ Kl aaam TR
ﬁ-‘f \ 11 [ | _é
el b E ]
L LA 1L 41
S 1+ L
Hol 1~ 1T n | -
et T o |
foriae | r it o W |2 ;
] Te ] i
J | m.]m it Jes 4 ~—1-
| — ‘I —+- -: " Landifig|Fiekd
il ‘W e | [T b o
4l 2 I~ ] 13, B =
Dimacdi] - (K8 i N [_&i&, s
Map St Nme | | g S P . B ™ 4 iR} I-"..:'zu:"fv
0 s 84 e gy 25 0f 20

04/18/2002



Uploading the map to the Map76:

MapSource divides its basemap data into tiles that
MEEE TR s | are generally between .5 to .25 degrees of longitude
SN EE =] Y in width and the same range of degrees of latitude in

Meps 2] [ wespaints ] Fohiap Toals)

MName Area

height. The length of a degree of latitude is
approximately 70 miles, longitude is the same at the
equator but gets smaller as you travel toward the
poles.

MONROE SOUTH, LA(S...  Topomap
TALLULAH, LAMS [WEST) Topomap

= Use the Map Tool from the Tool Toolbar to

select the map or maps that you need to load into
the GPS.

2 mapls] - 432€8

Map Set Name: | TALLULAH, LAMS WES 4

[Oftems Selected  |Lat/Lan hadd. ddddd” [wBS 84)

= Panning across the map display with the map
tool will display the boundaries of the map tile in
yellow. Clicking on a map tile will add it to the
Maps Tab on the left side of the program
window and turn the selected map background
color to pink.

& Untitled - MapSource
File Edt \iew Toolz Help

o|s(als] sla| - [elo]x]|

SN AR

Maps (32) I Waypointsl Routes i Tracks |

» Selected maps will be listed on the Maps tab on
the left side of the program window

MName | Area -
MOMNROE SOUTH, LA (N...  Topomap
TALLULAH, LAMS MWEST) Topomap
MONROE S0UTH, LA[S.. Topamap
WANNFIELD, L& [MORTH...  Topomap
NATCHEZ, M5-La [WEST]  Topomap
NATCHEZ, M53-LA [MORT... Topomap
TALLULAH, LAMS [EAST]  Topomap
BASTROP, LA-MS [EAST)  Topomap
BASTROP, LA-MS [(WEST]  Topomap
MOMROE NORTH, L& (5.  Topomap
MOMNROE NORTH, La [N Topamap
MOMROE NORTH, LA [M... Topomap
MOMROE NORTH, LA (5...  Topomap
MONROE S0UTH, LA [M...  Tapamap
MOMROE SOUTH, LA[S.. Topamap
WNNFIELD, L& [NORTH...  Tapomap
WINNFIELD, LA [SOUTH...  Topomap
WINNFIELD, L& [SOUTH...  Topomap

NATCHEZ, MS5-LA [SOUT... Topomap
RROOKHAWEM RS IS0 Tnnnm.:n—'Ll
4 »

* The total size of the selected maps will be
displayed at the bottom left of the program
window

= All the maps that are listed in the Maps Tab can
be loaded onto the Map76, up to its memory
capacity of 8mb.

32 map(z] - S000KE

Map Set Mame: !ALEXANDHM,LA[NDHT\ _J
4
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Save To GPS
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Map display on the Map76

' Show Next Street —
The level of detail and type of features displayed on the base map Setup Page Layout
can be chosen from the Map page of the Map76. / Change Data Fields
Setup Map

= Press the Menu key with the Map page open

= Use the Rocker key to highlight the “Setup Map” option and
press the Enter key to open the Map Setup page 500,

* The Map Setup page has 11 tabs to control the display of the

basemap.

Click on the Save to GPS button on the Tool
Bar to open the “Save To GPS” dialog. | Jﬁl

Make sure that the Maps check box is checked
and click on the [OK] button to start the upload
to the GPS.

A status dialog box will show the progress of
the download.

All of the detailed data on the maps, including topo
lines, road detail and places will be available for use

in the GPS.
City City
Mangham H 32.30530° Intermittent Str N 32.30528°
2dey 944.7" HO91.779797 2dey 9449 HO91.78383"

0.3"

mapsaurce
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i MaH
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SFEED BIST 10 HEXT
il m
0.0' 2680
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? [Full Screen Map
Measure Distance

for Main Menu

QW Er200n

-:a Topo City Road Ot

Text Zoom

= Use the Rocker key to navigate among the tabs and the options Major Contour Med  AUTO
on those tabs.

* Choose options in the same manner as on the Setup page and
elsewhere on the GPS unit
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Assembly of Configuration 1

Route the screw end of the black antenna
cable from the inside of the backpack out
through the hole in the top right corner of
the backpack.

Slide the antenna mast into pocket on the
same side of unit as the antenna wire.
Secure the mast in place by threading the
velcro strap through the slot in the mast.

Screw the gray thread adapter into the
antenna and then screw the antenna
assembly onto the antenna mast

Place the MBX receiver into the internal
pocket in the backpack with the
connections facing the bottom of the pack
and the writing on the face of the MBX
running from left to right as you face the
open backpack.

Connect the Quadcom cable to the MBX

unit as is shown in the photo. The

Quadcom cable has two cables that attach

to the MBX

* 1) around, locking, two-pin female
connector that connects to the “PWR”
port on the MBX

= 2) a female serial cable that connects
to the “DATA” port on the MBX.
Both of these cables are green in
color.

Connect the black antenna cable to the
MBX port labeled “ANT IN”

Connect the thin gray cable to the MBX
port labeled “GPS OUT”

Run about 3 feet of each of the Gray
cables out one of the openings in the door
of the backpack.
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= (Connect the gray, round, 4-pin connector
to the port in the center back of the
Map76.

* Connect the thin, gray cable to the small
port located on the top right corner of the
back of the Map76

= Connect the MBX to the battery by
inserting the car-lighter type plug into the
receptacle connected to the battery. The
battery will power both the MBX and the
Map76 when the whole system is wired
together.

= The battery slides into one of the two thin
internal pockets of the backpack and
should be located toward the bottom of
the backpack.

®= The Map76 can use 2 AA internal
batteries as well run on external power.
Open the battery door on the back of the
unit by turning the metal D-ring %4 turn
counter-clockwise then pulling straight
away from the unit.
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Assembly of Configuration 2

Antenna Bottom

Attach the magnetic mounting plate to
the bottom of the external antenna using
the two (2) screws included in the
antenna package

Screw the steel disk onto the threads on
the top of the antenna mast

Slide the antenna mast into one of the
side pockets of the backpack, secure it in
place by threading a velcro strap through
the slot in the mast

Place the antenna on to the steel disk on
top of the antenna mast. The magnet on
the antenna will hold it in place

Thread the antenna wire through the slots
in the door of the backpack. This will
help to keep the antenna wire out of the
way.

Connect the antenna cable to the port
located in the upper right corner on the
back of the GPS unit.

This GPS configuration is powered by
the AA batteries in the Map76.
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